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MOUNTING INSTRUCTIONS

FOR

Booster Pump, Condenser Relay,

Drier, Water Valve
For Nissan NV / Max / 552 Evaporator

Corporate Headquarters ProAir, LLC
28731 County Road 6; Elkhart, IN 46514
Phone: (574) 264-5494; Toll Free: 800-338-8544; Fax: (574) 264-2194



PARTS LIST

Voo | ltem# Part # Qty Description

O 1 01 000 199 1 Harness, Wire 105 Fan Relay Water Pump

O 2 01000201 | 1 | Relay, 40 Amp Water Proofed

O 3 01 000 504 1 | Switch, Pressure Hi/Lo 28 and 385 PSI

O 4 02000074 | 8 | Screw, 14 x 1 Hex Washer Tek Zinc

O 5 02000390 | 6 | Clamp, #10 Heater Hose (Wormgear)

([ 6 05 000 020 1 Wye, 5/8 OD Water Plastic

O 7 05000110 | 2 | Ell,605/8 1D x 4.5” Heater

O 8 05000658 | 1 | Booster Pump, MP w/Straight Nipples

([ 9 05000712 | 1 | Drier, Receiver w 1/4 SP & HPRV

O 10 05000852 | 1 | Valve, Water, Electric 2-Port

O 11 06 000 763 1 | Bracket, Drier Bottle 3” Diameter w 2 green gaskets
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1. The ProAir Max System for the Nissan NV consists of installing supplemental Condenser, Evaporator and
Compressor units. To support those components, a Booster Pump, Water Valve, Drier and Condenser Relay must
be installed. These should be mounted near the Condenser under the vehicle. Plumbing and electrical
installation will be implemented in another set of instructions.

2. On the heating side, a Booster Pump and Water Valve are installed to increase and regulate water flow to
both the ProAir Evaporator (552) and the OEM Evaporator (Dash Heater Core).

3. Before beginning installation, note that the direction of flow through the two devices is indicated on the
device (Figure 1 for the Booster Pump, Figure 2 for the Water Valve).

Water Valve
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5. Mount the Booster Pump 05 000 658 to a cross member (Figure 4) using four (4) self-tapping screws 02 000
0074. The Water Valve 05 000 852 is also mounted to a cross member (or other appropriate location) using
either two (2) or four (4) screws, depending on your installation (Figure 5).The Booster Pump outlet is connected
to one end of the straight through portion of a Wye 05 000 020 using an EIl 05 000 110 and two (2) Clamps 02
000 390. The other end of the straight through portion of the Wye connects to the Water Valve inlet with an Ell
and Clamps. The angle section will connect to a hose later. If the mounting is done in a manner that an Ell will
not work, use a straight piece of standard heater hose (part of the hose provided or a piece supplied by the
customer). Booster Pump inlet and Water Valve outlet connections and electrical connections will be explained
in a later set of instructions.
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6. On the A/C side, insert the Drier 05 000 712 into the Drier Bracket 06 000 763 (Figure 6) and mount the
assembly near the Condenser onto a cross member or side wall of the vehicle (Figure 7). Use self-tapping screws
02 000 074 for mounting. The Drier must be mounted vertically.
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7. Insert the Condenser Relay 01 000 201 into the socket on harness 01 000 199 and secure in place using a small
green lock clip that is supplied with the harness (Figure 8). Mount the assembly as close as possible to the
Condenser, either on a cross member or side wall of the vehicle, by inserting a self-tapping screw 02 000 074
through the hole in the tab (Figure 8) on the Relay housing and securing (Figure 9).

S

Figure 8

8. Insert the Pressure Switch (01 000 504) into the socket provided on the Condenser Relay harness (Figure 10).

Figure 10

PROAZ c Rev A 08/13 Page 50f 6



PARTS

01000 199 01000 201 01 000 504
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02 000 074 02 000 390 05 000 020

05000 110 05 000 658 05000 712
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05 000 852 06 000 763
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